NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87523460001

UNION COUNTY

00000

SHARPS CHAPEL RD.
HUNTING CREEK

.1 M E OF SHARPS CHAPEL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01090
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.45
SUFFICIENCY RATING: 99.5

IDENTIFICATION
N 36.34400 DEGREES
W 83.80305 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2001
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 15.4 FT
(49) TOTAL BRIDGE LENGTH: 49.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 325 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD:  NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 325 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N oo Z2 Z2 2

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1N11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  NOT APPLICABLE

0w o 2 2 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of 8409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87523460003

UNION COUNTY

00000

SHARPS CHAPEL RD.
BRANCH

1.8 M E OF SHARPS CHAPEL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01090
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.18
SUFFICIENCY RATING: 95.1

IDENTIFICATION
N 36.34583 DEGREES
W 83.77320 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 105.0 FT
(49) TOTAL BRIDGE LENGTH: 210.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 34.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 305 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 © 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87523460005

UNION COUNTY

00000

SHARPS CHAPEL RD.
LITTLE BARREN CREEK
1.2 MW OF SR33 AT CO LI

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01090
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 8.72
SUFFICIENCY RATING: 92.8

IDENTIFICATION
N 36.35570 DEGREES
W  83.75545 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 22.0 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 253 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o a2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

w o 22 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87012740001

UNION COUNTY

00000

TATER VALLEY RD.
HAMILTON GAP CREEK
SE OF SR33 SR61 JCT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01274
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 96.4

IDENTIFICATION
N 36.24363 DEGREES
W  83.74492 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1987
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 125 FT
(49) TOTAL BRIDGE LENGTH: 246 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 285 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

oo 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87F00020001

UNION COUNTY

00000

LEADMINE BEND RD.
BRANCH

1.5 M NE OF SHARPS CHAPEL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01276
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.48
SUFFICIENCY RATING: 95.9

IDENTIFICATION
N 36.36237 DEGREES
W  83.75457 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1976
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 13.1 FT
(49) TOTAL BRIDGE LENGTH: 312 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 23.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N Z Z o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87F00020003

UNION COUNTY

00000

LEADMINE BEND RD.
BRANCH

1.8 M NE OF SHARPS CHAPEL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01276
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.65
SUFFICIENCY RATING: 71.1

IDENTIFICATION
N 36.36480 DEGREES
W  83.75460 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 22.0 FT
(49) TOTAL BRIDGE LENGTH: 23.6 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 19.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 23 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o N o o

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: ONNO

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 23.6 FT
(94) BRIDGE IMPROVEMENT COST: $70,000.00
(95) ROADWAY IMPROVEMENT COST: $8,000.00
(96) TOTAL PROJECT COST: $106,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: LOYSTON RD.
CROSSING: BULLRUN CREEK
LOCATION: W OF SR33 AT KNOX CO LINE

87012930001
UNION COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01293
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.31
SUFFICIENCY RATING: 51.6

IDENTIFICATION
N 36.17653 DEGREES
W  83.92408 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 295 FT
(49) TOTAL BRIDGE LENGTH: 33.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 19.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 13 TONS
WEIGHT POSTING (3 OR MORE AXLES): 23 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o g o

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 4
(36) TRAFFIC SAFETY FEATURES: ONNO

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 33.8 FT
(94) BRIDGE IMPROVEMENT COST: $105,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $158,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870D3740001

UNION COUNTY

00000
CORRYTON-LUTTRELL RD.
LITTLE BRANCH

BTWN SR61 & 131-S OF LUTT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01299
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.64
SUFFICIENCY RATING: 44.6

IDENTIFICATION
N 36.17305 DEGREES
W 83.77065 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: 1975
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 26.2 FT
(49) TOTAL BRIDGE LENGTH: 299 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 194 FT
(52) BRIDGE OUT TO OUT WIDTH: 20 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 194 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z oo o a

(67) STRUCTURAL EVALUATION: 4
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 5
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: ONOO

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 51.8 FT
(94) BRIDGE IMPROVEMENT COST: $341,000.00
(95) ROADWAY IMPROVEMENT COST: $35,000.00
(96) TOTAL PROJECT COST: $512,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/16/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A0550001

UNION COUNTY

00000

EDWARDS HOLLOW RD.
LITTLE BARREN CREEK

1.5 NW OF SR33 AT CO LINE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 01345
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.03
SUFFICIENCY RATING: 66.4

IDENTIFICATION
N 36.36547 DEGREES
W  83.75432 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1976
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.8 FT
(49) TOTAL BRIDGE LENGTH: 299 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

No Z2 2 Z

w N Z2 2 b

(76) LENGTH OF BRIDGE IMPROVEMENT: 29.9 FT
(94) BRIDGE IMPROVEMENT COST: $147,000.00
(95) ROADWAY IMPROVEMENT COST: $15,000.00
(96) TOTAL PROJECT COST: $221,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87024190001

UNION COUNTY

00000

HICKORY VALLEY RD.
DODSON CREEK

E OF SR33-NEAR NORRIS LAK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 02419
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.90
SUFFICIENCY RATING: 84.6

IDENTIFICATION
N 36.31580 DEGREES
W  83.72048 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 210 FT
(49) TOTAL BRIDGE LENGTH: 22.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

a o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

w~NZ Z2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87024190003

UNION COUNTY

00000

WALKER FORD RD.
DODSON CREEK

E OF SR33-S OF NORRIS LK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 02419
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.61
SUFFICIENCY RATING: 86.9

IDENTIFICATION
N 36.30683 DEGREES
W  83.71558 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 20.0 FT
(49) TOTAL BRIDGE LENGTH: 82.7 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 60 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

oo 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87024190005

UNION COUNTY

00000

WALKER FORD RD.
BRANCH

E OF SR33-S OF NORRIS LK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 02419
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.04
SUFFICIENCY RATING: 62.4

IDENTIFICATION
N 36.30143 DEGREES
W 83.71825 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1935
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 21 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT

Z o1 oga g

o o2 b~ O

(76) LENGTH OF BRIDGE IMPROVEMENT: 32.2 FT
(94) BRIDGE IMPROVEMENT COST: $95,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $143,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87024520001

UNION COUNTY

00000

HINDS CREEK RD.

HINDS CREEK

S OF SR170-W OF PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 02452
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.61
SUFFICIENCY RATING: 60.8

IDENTIFICATION
N 36.19635 DEGREES
W  83.94183 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 325 FT
(49) TOTAL BRIDGE LENGTH: 335 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 174 FT
(52) BRIDGE OUT TO OUT WIDTH: 18.4 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 18 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 174 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o oo o

w o Z2 N o

(76) LENGTH OF BRIDGE IMPROVEMENT: 335 FT
(94) BRIDGE IMPROVEMENT COST: $110,000.00
(95) ROADWAY IMPROVEMENT COST: $12,000.00
(96) TOTAL PROJECT COST: $166,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87024640001

UNION COUNTY

00000

SATTERFIELD RD.
RACCOON CREEK
JUST SE OF PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 02464
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.97
SUFFICIENCY RATING: 98.3

IDENTIFICATION
N 36.18642 DEGREES
W 83.88578 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 144 FT
(49) TOTAL BRIDGE LENGTH: 39.7 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 23.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 26 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o0 2 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A0250001

UNION COUNTY

00000

BLACK FOX RD.

BLACK FOX CREEK

.2M W OF CO LI-S OF CLIN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A025
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.32
SUFFICIENCY RATING: 90.5

IDENTIFICATION
N 36.31622 DEGREES
W  83.68428 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1945
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 249 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 18.4 FT
(52) BRIDGE OUT TO OUT WIDTH: 20 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 184 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o a2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o2 b~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: RACEWAY DR.
CROSSING: BULL RUN CREEK
LOCATION: W OF SR33-1 MIN OF CO LI

870A1670003
UNION COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A049
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.11
SUFFICIENCY RATING: 88.5

IDENTIFICATION
N 36.17983 DEGREES
W  83.90220 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 33.1 FT
(49) TOTAL BRIDGE LENGTH: 165.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 213 FT
(52) BRIDGE OUT TO OUT WIDTH: 23 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 20 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 213 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o o u

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONNO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 0o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1000005
UNION COUNTY
00000

COX RD.

FALL CREEK

.1 MI N OF SR170

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.09
SUFFICIENCY RATING: 86.9

IDENTIFICATION
N 36.28837 DEGREES
W 83.80152 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 449 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1000001

UNION COUNTY

00000

COX RD.

FALL CREEK

N OF SR170-W OF SR33 JCT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.22
SUFFICIENCY RATING: 61.8

IDENTIFICATION
N 36.28998 DEGREES
W 83.80268 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 23.6 FT
(49) TOTAL BRIDGE LENGTH: 253 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 40 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z N o oo

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 6
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 5
(72) APPROACH ROADWAY ALIGNMENT: 3
(36) TRAFFIC SAFETY FEATURES: ONNO

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

(76) LENGTH OF BRIDGE IMPROVEMENT: 25.3 FT
(94) BRIDGE IMPROVEMENT COST: $117,000.00
(95) ROADWAY IMPROVEMENT COST: $12,000.00
(96) TOTAL PROJECT COST: $176,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1000003

UNION COUNTY

00000

FALL CREEK ACCESS RD.
FALL CREEK

N OF SR170-W OF SR33 JCT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.38
SUFFICIENCY RATING: 81.4

IDENTIFICATION
N 36.24190 DEGREES
W  83.80103 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 312 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 33.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 23.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 02 N0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1200001

CITY OF MAYNARDVILLE
46700

PROSPECT RD.

N FK BULL RUN CREEK

IN MAYNARDVILLE-S OF SR33

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A120
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.23
SUFFICIENCY RATING: 96.9

IDENTIFICATION
N 36.24173 DEGREES
W 83.80680 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1996
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 453 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 226 FT
(52) BRIDGE OUT TO OUT WIDTH: 22.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONO1
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1200003

UNION COUNTY

00000

DUKES RD.

BULL RUN CREEK

BTWN LUTTRELL & MAYNARDVL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A120
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.04
SUFFICIENCY RATING: 90.1

IDENTIFICATION
N 36.21585 DEGREES
W 83.78028 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1987
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1210001

UNION COUNTY

00000

DAMEWOOD HOLLOW RD.
BULL RUN CREEK

NW OF LUTTRELL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A121
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.16
SUFFICIENCY RATING: 100.0

IDENTIFICATION
N 36.21777 DEGREES
W 83.77805 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2016
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 22.0 FT
(49) TOTAL BRIDGE LENGTH: 459 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 35 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

0w oo Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ2 Z2

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1210005

CITY OF MAYNARDVILLE
46700

MONROE RD.

N. FORK BULL RUN CREEK
NEAR MAYNARDVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A121
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.86
SUFFICIENCY RATING: 99.0

IDENTIFICATION
N 36.24943 DEGREES
W 83.79667 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2016
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 246 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 246 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 226 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONNO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N Z2 2

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1220001

UNION COUNTY

00000

ARCHER RD.

BULL RUN CREEK
JUST NW OF LUTTRELL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A122
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.09
SUFFICIENCY RATING: 62.8

IDENTIFICATION
N 36.21653 DEGREES
W 83.77572 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1955
(106) YEAR THE BRIDGE WAS REHABILITATED: 1973
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 28.2 FT
(49) TOTAL BRIDGE LENGTH: 29.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 194 FT
(52) BRIDGE OUT TO OUT WIDTH: 20 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 194 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o1 oga g

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: ONOO

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 29.2 FT
(94) BRIDGE IMPROVEMENT COST: $70,000.00
(95) ROADWAY IMPROVEMENT COST: $8,000.00
(96) TOTAL PROJECT COST: $106,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1220003
UNION COUNTY
00000

ARCHER RD.
BULL RUN CREEK
NW OF LUTTRELL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A122
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.49
SUFFICIENCY RATING: 91.8

IDENTIFICATION
N 36.21960 DEGREES
W 83.77003 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1998
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 384 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 279 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 223 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONO1
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N Z o o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1220005

UNION COUNTY
00000

BOWER HOLLOW RD.
BULL RUN CREEK
NW OF LUTTRELL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A122
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.13
SUFFICIENCY RATING: 42.0

IDENTIFICATION
N 36.22608 DEGREES
W 83.76655 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 299 FT
(49) TOTAL BRIDGE LENGTH: 30.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 15.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 16.4 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 25 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 15.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z N o b~ o

(67) STRUCTURAL EVALUATION: 4
(68) DECK GEOMETRY: 7
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: ONOO

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 52.2 FT
(94) BRIDGE IMPROVEMENT COST: $292,000.00
(95) ROADWAY IMPROVEMENT COST: $30,000.00
(96) TOTAL PROJECT COST: $439,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1280001

UNION COUNTY

00000

LITTLE TATER VALLEY RD.
BULL RUN CREEK

NE OF LUTTRELL-NEAR CO LI

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A128
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.07
SUFFICIENCY RATING: 68.0

IDENTIFICATION
N 36.25338 DEGREES
W  83.71555 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 11.2 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 21 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 171 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: LOCAL RURAL ROAD
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

N Z2 2 2

w oo Z2 2 b

(76) LENGTH OF BRIDGE IMPROVEMENT: 23 FT
(94) BRIDGE IMPROVEMENT COST: $106,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $160,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/16/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1310001

UNION COUNTY

00000

TEXAS HOLLOW RD.
WOODS GAP BRANCH

E OF SR61-N OF LUTTRELL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A131
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.63
SUFFICIENCY RATING: 80.4

IDENTIFICATION
N 36.24590 DEGREES
W 83.74632 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 26.6 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g’

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1340001

UNION COUNTY

00000

CLINCH MTN. RD.

FLAT CREEK

S OF SR131-NE OF LUTTRELL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A134
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 97.9

IDENTIFICATION
N 36.22993 DEGREES
W 83.71370 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1981
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 125 FT
(49) TOTAL BRIDGE LENGTH: 541 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o a2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N Z Z o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/16/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1360001

CITY OF LUTTRELL
44300

DONAHUE RD.

FLAT CREEK

IN LUTTRELL-E OF SR61

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A136
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.07
SUFFICIENCY RATING: 66.6

IDENTIFICATION
N 36.20848 DEGREES
W  83.74373 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1976
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 276 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 213 FT
(52) BRIDGE OUT TO OUT WIDTH: 22 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 36 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 213 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z oo o o

w N Z np 0

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $127,000.00
(95) ROADWAY IMPROVEMENT COST: $13,000.00
(96) TOTAL PROJECT COST: $191,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/16/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1360003

UNION COUNTY

00000

RED BUD CIR.

LITTLE CREEK

S OF SR131-2 M E OF LUTTR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A136
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.15
SUFFICIENCY RATING: 71.1

IDENTIFICATION
N 36.21927 DEGREES
W 83.71363 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 125 FT
(49) TOTAL BRIDGE LENGTH: 374 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 35.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o a2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

w2 h~o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/16/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1370001

UNION COUNTY

00000

RED BUD CIR.

LITTLE CREEK

S OF SR131-E OF LUTTRELL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A137
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.05
SUFFICIENCY RATING: 87.7

IDENTIFICATION
N 36.21450 DEGREES
W  83.72227 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 253 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 226 FT
(52) BRIDGE OUT TO OUT WIDTH: 295 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 226 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ Mo

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/16/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1370003

CITY OF LUTTRELL
44300

S. FRONT ST.

FLAT CREEK

E OF SR61-IN LUTTRELL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A137
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.02
SUFFICIENCY RATING: 88.2

IDENTIFICATION
N 36.20243 DEGREES
W  83.73933 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2016
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 61.0 FT
(49) TOTAL BRIDGE LENGTH: 69.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o © ™

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 M

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 1/31/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1520001

UNION COUNTY

00000

BULL RUN RD.

LITTLE BULL RUN CREEK
3 M NE OF SR144&131 JCT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A152
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.20
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 36.20968 DEGREES
W  83.79373 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o a2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 02 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1520003

UNION COUNTY

00000

BULL RUN RD.

N. FK BULL RUN CREEK
JUST E OFF SR144

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A152
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.61
SUFFICIENCY RATING: 68.7

IDENTIFICATION
N 36.20075 DEGREES
W  83.82968 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1976
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 41.7 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

A Z2Z 2 2

o N Z 2 b»

(76) LENGTH OF BRIDGE IMPROVEMENT: 41.7 FT
(94) BRIDGE IMPROVEMENT COST: $176,000.00
(95) ROADWAY IMPROVEMENT COST: $18,000.00
(96) TOTAL PROJECT COST: $265,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1560001

CITY OF MAYNARDVILLE
46700

JOHNSON RD.

N FORK BULL RUN CREEK

S OF SR33 AT MAYNARDVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A156
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.57
SUFFICIENCY RATING: 97.9

IDENTIFICATION
N 36.22970 DEGREES
W  83.82500 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1980
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 8.9 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: LOCAL RURAL ROAD
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

N~ N2 22

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 0 2 2 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1560005

UNION COUNTY

00000

JOHNSON RD.

N FORK BULL RUN CREEK

E OF SR144- S OF MAYNARDV

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A156
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.39
SUFFICIENCY RATING: 70.9

IDENTIFICATION
N 36.21873 DEGREES
W  83.82983 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 8.9 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

N Z2 2 2

o N Z 2 b»

(76) LENGTH OF BRIDGE IMPROVEMENT: 26.9 FT
(94) BRIDGE IMPROVEMENT COST: $133,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $200,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1560003

UNION COUNTY

00000

BEARD VALLEY RD.
RACCOON CREEK

E OF SR33 AT PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A156
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.33
SUFFICIENCY RATING: 67.9

IDENTIFICATION
N 36.19062 DEGREES
W 83.88470 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1981
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 11.2 FT
(49) TOTAL BRIDGE LENGTH: 226 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

AN Z2 22

o N Z 2 b»

(76) LENGTH OF BRIDGE IMPROVEMENT: 22.6 FT
(94) BRIDGE IMPROVEMENT COST: $122,000.00
(95) ROADWAY IMPROVEMENT COST: $13,000.00
(96) TOTAL PROJECT COST: $184,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1580001

UNION COUNTY

00000

POSSUM VALLEY RD.
RACCOON CREEK

E OF SR33-NE OF PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A158
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 99.0

IDENTIFICATION
N 36.20405 DEGREES
W 83.87608 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 115 FT
(49) TOTAL BRIDGE LENGTH: 256 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o0 2 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1670001

UNION COUNTY

00000

JOGGING ST.

SUCKSTONE CREEK

E OF SR33-1 M S OF PAULET

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A167
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.33
SUFFICIENCY RATING: 91.9

IDENTIFICATION
N 36.17662 DEGREES
W  83.90185 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 10.2 FT
(49) TOTAL BRIDGE LENGTH: 22.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1730001

UNION COUNTY

00000

HANSARA RD.

BULL RUN CREEK

1.5 MI SW OF PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A173
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.66
SUFFICIENCY RATING: 97.0

IDENTIFICATION
N 36.17963 DEGREES
W  83.91487 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1993
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 69.9 FT
(49) TOTAL BRIDGE LENGTH: 75.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 246 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 4 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o1 0o o ~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A2380001

UNION COUNTY
00000

MOORES GAP RD.
HINDS CREEK

3 MIW OF PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A238
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.04
SUFFICIENCY RATING: 59.9

IDENTIFICATION
N 36.19240 DEGREES
W  83.94672 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 269 FT
(49) TOTAL BRIDGE LENGTH: 299 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 154 FT
(52) BRIDGE OUT TO OUT WIDTH: 16.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 154 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 13 TONS
WEIGHT POSTING (3 OR MORE AXLES): 23 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o g o

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: ONOO

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 29.9 FT
(94) BRIDGE IMPROVEMENT COST: $112,000.00
(95) ROADWAY IMPROVEMENT COST: $12,000.00
(96) TOTAL PROJECT COST: $169,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A3160001

UNION COUNTY

00000

CEDAR LN.

N. FORK BULL RUN CREEK

S OF SR33E / MAYNARDVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A316
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.04
SUFFICIENCY RATING: 86.6

IDENTIFICATION
N 36.24787 DEGREES
W 83.80063 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2002
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 253 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 253 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

0w oo Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A4070001
UNION COUNTY
00000

BOOKER LN.
FLAT CREEK
BOOKER LANE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0A407
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.08
SUFFICIENCY RATING: 47.6

IDENTIFICATION
N 36.17010 DEGREES
W 83.76818 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 310 FT
(49) TOTAL BRIDGE LENGTH: 340 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 10.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 18 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 10.2 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 9.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z N ooa oo

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 8
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: NNNN

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 56.1 FT
(94) BRIDGE IMPROVEMENT COST: $350,000.00
(95) ROADWAY IMPROVEMENT COST: $36,000.00
(96) TOTAL PROJECT COST: $526,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/16/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870D3310001

UNION COUNTY

00000

GRAVES RD.

BULL RUN CREEK

1.5 MI SE OF PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0D331
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.78
SUFFICIENCY RATING: 88.7

IDENTIFICATION
N 36.17692 DEGREES
W 83.86960 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 325 FT
(49) TOTAL BRIDGE LENGTH: 96.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 246 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 02 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1610001

UNION COUNTY

00000

BROCK RD.

BULL RUN CREEK

1 MI. SE OF PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0D334
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.13
SUFFICIENCY RATING: 95.2

IDENTIFICATION
N 36.17918 DEGREES
W  83.87927 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 246 FT
(49) TOTAL BRIDGE LENGTH: 73.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 246 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870D3460001

UNION COUNTY

00000

OLD TAZEWELL PIKE
BULL RUN CREEK

3.2 MI E OF PAULETTE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0D346
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.52
SUFFICIENCY RATING: 99.0

IDENTIFICATION
N 36.18595 DEGREES
W  83.83940 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: INTEGRAL CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2008
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 55.0 FT
(49) TOTAL BRIDGE LENGTH: 60.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 24 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z > N o N

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 0 2 g N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

870A1420001

UNION COUNTY

00000

KEYSTONE RD.

FLAT CREEK

S OF LUTTRELL-W OF SR61

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: 0D384
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.55
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 36.18333 DEGREES
W 83.76042 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 16.1 FT
(49) TOTAL BRIDGE LENGTH: 50.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o a2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 02 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/16/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR0330001

STATE OF TENNESSEE
00000

MAYNARDVILLE HWY.
BRANCH

.6 M NE OF KNOX CO LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR033
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.64
SUFFICIENCY RATING: 69.4

IDENTIFICATION
N 36.17747 DEGREES
W 83.90168 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1967
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 39.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o ~NZ2 2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR0330003

STATE OF TENNESSEE
00000

MAYNARDVILLE HWY.
BULL RUN CREEK

.8 M NE OF KNOX CO LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR033
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.82
SUFFICIENCY RATING: 57.5

IDENTIFICATION
N 36.17992 DEGREES
W  83.90055 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1966
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 65.6 FT
(49) TOTAL BRIDGE LENGTH: 188.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 351 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N o o o

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 188 FT
(94) BRIDGE IMPROVEMENT COST: $505,000.00
(95) ROADWAY IMPROVEMENT COST: $51,000.00
(96) TOTAL PROJECT COST: $758,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR0330005

STATE OF TENNESSEE
00000

MAYNARDVILLE HWY.
RACCOON CREEK

.6 M SW JCT SR33&SR61

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR033
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.31
SUFFICIENCY RATING: 84.0

IDENTIFICATION
N 36.18648 DEGREES
W 83.89842 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1966
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 13.8 FT
(49) TOTAL BRIDGE LENGTH: 30.5 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 38.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 38.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ON11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o0 2 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR0330007

STATE OF TENNESSEE
00000

MAYNARDVILLE HWY.
CLINCH RIVER(NORRIS LAKE
5.6 MI.NE.OF MAYNARDVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR033
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 15.67
SUFFICIENCY RATING: 72.4

IDENTIFICATION
N 36.33739 DEGREES
W  83.74200 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 7
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2016
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 377.3 FT
(49) TOTAL BRIDGE LENGTH: 2099.7 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 40 FT
(52) BRIDGE OUT TO OUT WIDTH: 453 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o N o

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: INNN
(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(76) LENGTH OF BRIDGE IMPROVEMENT:

(94) BRIDGE IMPROVEMENT COST:

(95) ROADWAY IMPROVEMENT COST:

(96) TOTAL PROJECT COST:

(97) YEAR OF IMPROVEMENT COST ESTIMATE:

o © 2 g’

N/A

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 12

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 09/2016
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): 07/2018
(92c) SPECIAL INSP FREQUENCY (MONTHS): Y06

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR0610001

STATE OF TENNESSEE
00000

HWY. 61 W.

HINDS CREEK

1.2 M S JCT SR61&SR170

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR061
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.24
SUFFICIENCY RATING: 80.6

IDENTIFICATION
N 36.21123 DEGREES
W 83.91698 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 13.1 FT
(49) TOTAL BRIDGE LENGTH: 66.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

a o Z2 2 2

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

w o Z2 Z2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR0610003

STATE OF TENNESSEE
00000

HWY. 61 E.

BULL RUN CREEK

.7 M SE JCT SR61&SR370

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR061
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 13.87
SUFFICIENCY RATING: 95.0

IDENTIFICATION
N 36.23837 DEGREES
W  83.74565 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 315 FT
(52) BRIDGE OUT TO OUT WIDTH: 35.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 315 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ON11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o2 b~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR0610005

STATE OF TENNESSEE
44300

HWY. 61 E.

FLAT CREEK

2.1 M NW OF KNOX CO LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR061
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.58
SUFFICIENCY RATING: 80.7

IDENTIFICATION
N 36.19593 DEGREES
W  83.74577 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 40.0 FT
(49) TOTAL BRIDGE LENGTH: 98.4 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 33.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 35 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o oo

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ON11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o ~NZ Mo

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR1310001

STATE OF TENNESSEE
44300

TAZEWELL PK.

BRANCH

3.5 M NE OF KNOX CO LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR131
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.50
SUFFICIENCY RATING: 74.8

IDENTIFICATION
N 36.19710 DEGREES
W 83.76488 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 115 FT
(49) TOTAL BRIDGE LENGTH: 42.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

o N2 Z2 Z

o a2 N o

(76) LENGTH OF BRIDGE IMPROVEMENT: 42 FT
(94) BRIDGE IMPROVEMENT COST: $109,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $164,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR1440001

STATE OF TENNESSEE
00000

AILOR GAP RD.

BULL RUN CREEK

.5 M W JCT SR144&SR370

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR144
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.99
SUFFICIENCY RATING: 78.2

IDENTIFICATION
N 36.19107 DEGREES
W 83.82510 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 40.0 FT
(49) TOTAL BRIDGE LENGTH: 120.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 5 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N~N~NO

HS-20-44

o 0 2~

(76) LENGTH OF BRIDGE IMPROVEMENT: 120.1 FT
(94) BRIDGE IMPROVEMENT COST: $334,000.00
(95) ROADWAY IMPROVEMENT COST: $34,000.00
(96) TOTAL PROJECT COST: $502,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR1440003

STATE OF TENNESSEE
00000

AILOR GAP RD.

N FORK BULL RUN CREEK
1.6 M SE JCT SR144&SR33

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR144
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.48
SUFFICIENCY RATING: 52.3

IDENTIFICATION
N 36.20940 DEGREES
W 83.82770 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 269 FT
(49) TOTAL BRIDGE LENGTH: 285 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 23.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o g u

H-15-44

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 3
(36) TRAFFIC SAFETY FEATURES: IN11

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 28.5 FT
(94) BRIDGE IMPROVEMENT COST: $119,000.00
(95) ROADWAY IMPROVEMENT COST: $12,000.00
(96) TOTAL PROJECT COST: $179,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87SR1440005

STATE OF TENNESSEE
00000

AILOR GAP RD.

N FORK BULL RUN CREEK
1.2 M SE JCT SR144&SR33

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR144
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.90
SUFFICIENCY RATING: 81.9

IDENTIFICATION
N 36.21432 DEGREES
W  83.83155 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2011
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 59 FT
(49) TOTAL BRIDGE LENGTH: 42.3 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 289 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 75 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 305 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N oo Z2 2 2

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 7

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87523470001

STATE OF TENNESSEE

00000

HICKORY VALLEY RD.

FALL CREEK

3 MILES N OF MAYNARDVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR170
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 10.94
SUFFICIENCY RATING: 90.5

IDENTIFICATION
N 36.28738 DEGREES
W 83.80022 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 11.2 FT
(49) TOTAL BRIDGE LENGTH: 33.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 31.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

87526160001

STATE OF TENNESSEE
00000

BULL RUN RD.

BULL RUN CREEK

2.6 M NE JCT SR144&SR370

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: UNION
ROUTE: SR370
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.58
SUFFICIENCY RATING: 92.3

IDENTIFICATION
N 36.21512 DEGREES
W 83.78710 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1973
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 125 FT
(49) TOTAL BRIDGE LENGTH: 40.4 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.9 FT
(52) BRIDGE OUT TO OUT WIDTH: 41.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



